
Main Technical Data
Production speed   Up to 250 pcs/min 
Production linear speed 200 m/min−max
Efficiency   85-90%
Product width (min−max) 480-800 mm 
Product length (min−max) 710-975 mm
Required air pressure  6 bars 
Required air flow  Approx. 8,000 Nl/min
Noise    Lower than, 85 dBA

Basic Machine Features 
Full servo technology
Electronic job change
High quality multi-zone forming system with 2D/3D core design
Inline & stand alone unwinders
Automatic splicing units “ZERO SPEED”
Automatic web guiding systems
Full feature product 
User-friendly HMI panel
Bi & tri-folding systems
Horizontal stacking & counting system
Advanced QCS system
Safety measures conforming to “CE” standards

Optional Machine Features 
Waist band application
Long life carbide die cutters
Dual core design 

Adult Diaper AD−250

Request quotes
Phoenix Machinery
PO. Box 11-2354 Beirut – Lebanon 
Tel: +961 (9) 855 690 /1 /2 /3 /4 /5 – Fax: +961 (9) 855 696 
sales@phoenixlb.com – www.phoenixlb.com – http://machinery.phoenixlb.com 

Product Specifications

1 SIDE CUFFS
2 CUFFS ELASTICS
3 NON-WOVEN
4 ADL
5 TISSUE
6 STRAIGHT FLUFF
7 SAP
8           SHAPED FLUFF
9           SAP
10         BACKSHEET SIDE ELASTICS
11         FRONTAL TAPE (2 PIECES) 
12         FASTENING TAPES (2 PIECES) 


